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Dante Video configuration
NRS8T2P practical instruction guide
Applies to managed NRS and NGSM switches that provide the verified controls. Menu availability must be checked
against the matching model manual.

Training topology and evidence labels
Assumed topology: one Dante AV transmitter, two receivers, VLAN 1, one multicast video stream,
one-gigabit access links. Not observed: endpoint codec/profile, Dante Controller discovery, clock,
subscriptions, latency and errors. Calculations use Audinate’s published 700 Mb/s cap; they are
planning values, not measurements.

Label Requirement

Mandatory /
topology-dependent

Forward native mDNS and PTPv1; avoid filtering. For multicast video, enable IGMP snooping and
exactly one querier in the VLAN.

Vendor recommendation Disable EEE on Dante-facing ports.

Conditional recommendation Use Audinate DSCP trust/mapping with strict priority on mixed-use or congestion-risk networks.

Common practice Keep standard MTU unless the exact endpoint guide requires jumbo frames; plan every replicated
access link and uplink with headroom.
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1. Identify the switch
Verify NRS8T2P and firmware family. Do not read the complete build/date aloud. Private identifiers are
masked.
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2. Disable EEE
Green Ethernet > Port Power Savings: disable EEE on Dante-facing ports, then Apply/Save.
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3. Enable IGMP globally
IPMC > IGMP Snooping > Basic Configuration: enable snooping and retain unregistered IPv4 multicast
flooding for discovery. Select Save.
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4. Configure the multicast VLAN
VLAN Configuration: on VLAN 1 enable Snooping and Querier Election. Ensure only one querier is active
in the VLAN. Select Save.
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5. Trust DSCP
QoS > Port Classification: enable DSCP trust on Dante-facing and uplink ports.
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6. Map reserved DSCP 8
QoS > DSCP Classification: map DSCP 8 to class 5, DPL 0.
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7. Map Dante timing and media
Map DSCP 56 to class 7 and DSCP 46 to class 6, both DPL 0.
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8. Confirm strict priority
QoS scheduler: retain Strict Priority so timing is served before media and best effort.
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9. Save startup configuration
Maintenance > Configuration > Save startup-config; select Save Configuration.
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10. Verify successful save
Confirm startup-config saved successfully, reload the relevant pages, and verify persistence. Then
inspect utilization, groups, drops and queues.


